CSI SPECIFICATIONS FOR AIR PLENUM SEALING (BY CSI DIVISION)
CAD Drawings detailing the construction and sealing requirements for these specifications can be found in the Architectural Details option under the PRODUCTS & SPECS Section of this web site.
	DIVISION 01 - GENERAL REQUIREMENTS 

	Pre-Bid & Pre-Construction Meetings: All sub-contractors intending to bid on or awarded work on the project are required to attend pre-bid and pre-construction meetings respectively. The purpose of these meetings is to review all air plenum specifications and details including but not limited to pre-construction mock-ups and plenum sealing requirements.

	Quality Control: All walls passing through the access floor must have gypsum board extending completely to the slab and be sealed at the slab line. All penetrations into cavity walls and slabs for air ducts, plumbing pipes, electrical conduit and voice/data cabling must be completely sealed. All seams and/or holes that have been created for or resulting from the work performed by a specific trade should be properly sealed by that trade and whenever possible performed prior to the installation of the access floor.  

	Quality Control: Special inspections must be conducted by an independent quality auditor or commissioning agent to ensure that plenum sealing work is performed by all subcontractors in compliance with specifications and drawings. Inspections shall occur as work progresses and whenever possible in the presence of a representative from the general contractor. Reports of inspections will be submitted to the general contractor.

	Plenum Mock-Up & Testing:  All subcontractors responsible for constructing or penetrating the underfloor plenum must participate in the construction of an on-site plenum mockup consisting of all planned plenum components, penetrations, seams and openings. The mock-up plenum is to be inspected and tested by an independent commissioning agent for air leakage to verify that it was constructed and sealed in accordance with specifications and drawings including meeting the air leakage requirements.

	Building Plenum Inspections &Tests:  The constructed plenum is to be inspected and tested by an independent commissioning agent for air leakage to verify that it was constructed and sealed in accordance with specifications and drawings including meeting the air leakage requirements.

	DIVISION 03 - CONCRETE - Cast in Place Concrete



	Division 03 Specification:  The concrete contractor is aware that the space beneath the access floor will be used as an air delivery plenum and as such will take the necessary precautions when installing their work so as not to impact the integrity of the plenum space specific to air leakage and cleanliness. Any penetrations or holes in the underfloor plenum resulting from the work performed by the Division 3 contractors not intended for service utility distribution are required to be properly sealed to prevent air leakage.

	DIVISION 05 - METAL STAIRS

	Division 05 Specification:  The metal stair contractor is aware that the space beneath the access floor will be used as an air delivery plenum and as such will take the necessary precautions when installing their work so as not to impact the integrity of the plenum space specific to air leakage and cleanliness. Any penetrations or holes in the underfloor plenum created for or resulting from the work performed by the Division 5 contractors are required to be properly sealed to prevent air leakage.

	DIVISION 09 - FINISHES (WALLS)

	Division 09 Specification:  The wall contractor is aware that the space beneath the access floor will be used as an air delivery plenum and as such will take the necessary precautions when installing their work so as not to impact the integrity of the plenum space specific to air leakage and cleanliness. Any penetrations or holes in the underfloor plenum created for or resulting from the work performed by the Division 9 wall contractors are required to be properly sealed to prevent air leakage.

	DIVISION 09 - FINISHES (ACCESS FLOORING) Note: This language appears in General Section of the ConCore 1000 and ConCore 1250 PosiLock-Cornerlock system specifications.

	Division 09 Specification:  The access floor contractor is aware that the space beneath the access floor will be used as an air delivery plenum and as such will take the necessary precautions when installing their work so as not to impact the integrity of the plenum space specific to air leakage and cleanliness. Any penetrations or holes in the underfloor plenum created for or resulting from the work performed by the Division 9 access flooring contractors are required to be properly sealed to prevent air leakage.

	DIVISION 09 - FINISHES (TILE CARPETING)

	Division 09 Specification: The carpeting contractor is aware that the space beneath the access floor will be used as an air delivery plenum and as such will take the necessary precautions when installing their work so as not to impact the integrity of the plenum space specific to air leakage and cleanliness. Any penetrations or holes in the underfloor plenum created for or resulting from the work performed by the Division 9 carpeting contractors are required to be properly sealed to prevent air leakage.

	DIVISION 14 - CONVEYING EQUIPMENT

	Division 14 Specification: The conveying equipment contractor is aware that the space beneath the access floor will be used as an air delivery plenum and as such will take the necessary precautions when installing their work so as not to impact the integrity of the plenum space specific to air leakage and cleanliness. Any penetrations or holes in the underfloor plenum created for or resulting from the work performed by the division 14 contractors are required to be properly sealed to prevent air leakage.

	DIVISION 22 - PLUMBING

	Division 22 Specification: The plumbing contractor is aware that the space beneath the access floor will be used as an air delivery plenum and as such will take the necessary precautions when installing their work so as not to impact the integrity of the plenum space specific to air leakage and cleanliness. Any penetrations or holes in the underfloor plenum created for or resulting from the work performed by the Division 22 plumbing contractors are required to be properly sealed to prevent air leakage.

	DIVISION 23 - HEATING VENTILATION AND AIR CONDITIONING

	Division 23 Specification: The HVAC contractor is aware that the space beneath the access floor will be used as an air delivery plenum and as such will take the necessary precautions when installing their work so as not to impact the integrity of the plenum space specific to air leakage and cleanliness. Any penetrations or holes in the underfloor plenum created for or resulting from the work performed by the Division 23 HVAC contractors are required to be properly sealed to prevent air leakage.

	DIVISION 26 - ELECTRICAL

	Division 26 Specification: The electrical contractor is aware that the space beneath the access floor will be used as an air delivery plenum and as such will take the necessary precautions when installing their work so as not to impact the integrity of the plenum space specific to air leakage and cleanliness. Any penetrations or holes in the underfloor plenum created for or resulting from the work performed by the Division 26 electrical contractors are required to be properly sealed to prevent air leakage.

	DIVISION 27 - COMMUNICATIONS

	Division 27 Specification: The communications contractor is aware that the space beneath the access floor will be used as an air delivery plenum and as such will take the necessary precautions when installing their work so as not to impact the integrity of the plenum space specific to air leakage and cleanliness. Any penetrations or holes in the underfloor plenum created for or resulting from the work performed by the Division 27 communications contractors are required to be properly sealed to prevent air leakage.
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