1. PosiTile Carpet Tile: Access floor system designed to accommodate modular PosiTile( carpet tiles that precisely match one carpet tile to one ConCore panel. This is accomplished utilizing four precisely located ultrasonically welded buttons on the carpet tile which engage into positioning holes in the surface of the floor panel.  The carpet tile’s durable backing maintains dimensional stability, holds the carpet tile flat and is provided from the factory with small areas of releasable pressure sensitive adhesive to simplify the installation process.  Adhesive shall not be applied during installation except where the carpet is cut and more than two buttons are removed.  
A. Series: _______________________
B. Color Name: ___________________
C. Color Number: _________________

2. Size: Carpet Tile- 23.96” x 23.96”
3. EcoWorx® Backing System: 100% thermoplastic polyolefin compound with a high performance precoat and a reinforcing layer.
4. Environmental: 

A. 100% PVC free.

B. Low VOC’s meeting CRI Green Label and Green Label Plus requirements.
C. Contains 40% recycled content.
D. Backed with an environmental guarantee for cradle-to-cradle recycling.
5. Static Control:

A. Anti-Static Grade: _________________

B. Advanced Static Control: ________________
6. Positioning Mechanism Rolling Load: Rolling load 400 lbs. at 10,000 passes.
7. Flammability:

A. ASTM E-648 NFPA253;NBSIR75-950.
B. Flooring Radiant Panel-Class1 (³.45W/cm2) ASTM E-662 NFPA258 NBS Smoke Density- Less than 450.
